
FFL

OUTSIDE INSIDE        Note -
Gap Between Door and Frame to be 2mm
  Max. on all Sides Including Threshold
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STANDARD 1.6mm THICK PRESSED METAL DOOR FRAMES WITH DOUBLE REBATE WITH PROFILES TO
CONFORM TO SABS 1129-1977, FITTED COMPLETE WITH ONE AND A HALF PAIR HEAVY DUTY BUTT
HINGES 100mm / 4.2mm THICK FLANGED, ADJUSTABLE STRIKING PLATE, RUBBER BUFFERS TO LOCK
AND JAMB AND FIXING LUGS.
FRAME FOR 110mm WALL

2032 x 762 x 44mm THICK SEMI SOLID FLUSH PANEL DOOR WITH MASONITE  AND CONCEALED
EDGES SUITABLE FOR PAINTING.
DOOR TO BE SUPPLIED WITH TIMBER "LOCKBLOCKS" TO TAKE IRONMONGERY AS
SPECIFIED.

                                - Door leafs to have a 100mm undercut AFFL
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3

       Note -
Gap Between Door and Frame to be 2mm
  Max. on all Sides Including Threshold

STANDARD 1.6mm THICK PRESSED METAL DOOR FRAMES WITH DOUBLE REBATE WITH PROFILES TO
CONFORM TO SABS 1129-1977, FITTED COMPLETE WITH ONE AND A HALF PAIR HEAVY DUTY  BUTT
HINGES 100mm / 4.2mm THICK FLANGED, ADJUSTABLE STRIKING PLATE, RUBBER BUFFERS TO LOCK
AND JAMB AND FIXING LUGS FOR POWERFLOATED CONCRETE FLOORS.
FRAME FOR 220mm WALL

PRESSED METAL FRAME TO BE THOROUGHLY CLEANED TO REMOVE OIL SUBSTRADE. ONE COAT DULUX (OR
EQUALLY APPROVED) PRIMER FOR STEEL (Patch coat). ONE COAT DULUX TRADE UNIVERSAL (OR EQUALLY
APPROVED) UNDERCOAT. TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: STORM BIRD 20YY 11/017

ONE COAT DULUX (OR EQUALLY APPROVED) PRIMER FOR WOOD (Full coat)
TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: WOOD SMOKE 40YY 41/054

1613 X 2032 X 44 STANDARD  HARDWOOD DOOR WITH MASONITE BACKING
SUITABLE FOR PAINTING

FFL

OUTSIDEINSIDE        Note -
Gap Between Door and Frame to be 2mm
  Max. on all Sides Including Threshold
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E10 E11

STANDARD 1.6mm THICK PRESSED METAL DOOR FRAMES WITH DOUBLE REBATE WITH PROFILES TO
CONFORM TO SABS 1129-1977, FITTED COMPLETE WITH ONE AND A HALF PAIR HEAVY DUTY BUTT
HINGES 100mm / 4.2mm THICK FLANGED, ADJUSTABLE STRIKING PLATE, RUBBER BUFFERS TO LOCK
AND JAMB AND FIXING LUGS.
FRAME FOR 110mm WALL

2032 x 813 x 44mm THICK SEMI-SOLID FLUSH PANEL DOOR WITH MASONITE  AND CONCEALED
EDGES SUITABLE FOR PAINTING.
DOOR TO BE SUPPLIED WITH TIMBER "LOCKBLOCKS" TO TAKE IRONMONGERY AS SPECIFIED.

                                - 400 X 400 Aluminium Louvre Door Grill
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400 X 400
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Door Grill

FFL

OUTSIDE INSIDE        Note -
Gap Between Door and Frame to be 2mm
  Max. on all Sides Including Threshold
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STANDARD 1.6mm THICK PRESSED METAL DOOR FRAMES WITH DOUBLE REBATE WITH PROFILES TO
CONFORM TO SABS 1129-1977, FITTED COMPLETE WITH ONE AND A HALF PAIR HEAVY DUTY  BUTT
HINGES 100mm / 4.2mm THICK FLANGED, ADJUSTABLE STRIKING PLATE, RUBBER BUFFERS TO LOCK
AND JAMB AND FIXING LUGS FOR POWERFLOATED CONCRETE FLOORS.
FRAME FOR 110mm WALL

2032 x 813 SEMI-SOLID DOOR WITH MASONITE FINISH SUITABLE FOR PAINTING.
DOOR TO BE SUPPLIED COMPLETE AS PER MANUFACTURES SPECS.
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                                - 400 X 400 Aluminium Louvre Door Grill
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CORIDOR

OUTSIDE

FFL

OUTSIDE INSIDE        Note -
Gap Between Door and Frame to be 2mm
  Max. on all Sides Including Threshold
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D
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1

STANDARD 1.6mm THICK PRESSED METAL DOOR FRAMES WITH DOUBLE REBATE WITH PROFILES TO
CONFORM TO SABS 1129-1977, FITTED COMPLETE WITH ONE AND A HALF PAIR HEAVY DUTY  BUTT
HINGES 100mm / 4.2mm THICK FLANGED, ADJUSTABLE STRIKING PLATE, RUBBER BUFFERS TO LOCK
AND JAMB AND FIXING LUGS FOR POWERFLOATED CONCRETE FLOORS.
FRAME FOR 220mm WALL

DOOR TO BE PROVIDED WITH 250mm HIGH x 1.6mm STAINLESS STEEL PROTECTION PLATE

813 X 2032 X 44 STANDARD  HARDWOOD DOOR WITH MASONITE BACKING
SUITABLE FOR PAINTING
DOOR TO BE SUPPLIED WITH TIMBER "LOCKBLOCKS" TO TAKE IRONMONGERY AS SPECIFIED.

DISABLED TOILET ENTRANCE DOORS

STANDARD 1.6mm THICK PRESSED METAL DOOR FRAMES WITH DOUBLE REBATE WITH PROFILES TO
CONFORM TO SABS 1129-1977, FITTED COMPLETE WITH ONE AND A HALF PAIR HEAVY DUTY BUTT
HINGES 100mm / 4.2mm THICK FLANGED, ADJUSTABLE STRIKING PLATE, RUBBER BUFFERS TO LOCK
AND JAMB AND FIXING LUGS.
FRAME FOR 110mm WALL

2032 x 950 x 44mm THICK SEMI-SOLID FLUSH PANEL DOOR WITH MASONITE  AND
CONCEALED EDGES SUITABLE FOR PAINTING.
DOOR TO BE SUPPLIED WITH TIMBER "LOCKBLOCKS" TO TAKE IRONMONGERY AS
SPECIFIED.
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       Note -
Gap Between Door and Frame to be 2mm
  Max. on all Sides Including Threshold
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OUTSIDE INSIDE
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STANDARD STRONG ROOM DOOR FRAME AS PER MANUFACTURER

STANDARD STRONG ROOM DOOR

FFL

OUTSIDE INSIDE        Note -
Gap Between Door and Frame to be 2mm
  Max. on all Sides Including Threshold

3276232
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1200mm HIGH TREATED HARDWOOD TIMBER JAMBS, FITTED COMPLETE WITH ONE AND A HALF PAIR
HEAVY DUTY BUTT HINGES 100mm / 4.2mm THICK FLANGED, ADJUSTABLE STRIKING PLATE, RUBBER
BUFFERS TO LOCK AND JAMB AND FIXING LUGS.
FRAME FOR 110mm WALL

ONE COAT DULUX (OR EQUALLY APPROVED) PRIMER FOR WOOD (Full Coat)
TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: STORM BIRD 20YY 11/017

STANDARD STRONG ROOM DOOR IRONMONGERY
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                                - Door leafs to have a 100mm undercut AFFL

1100 x 762 x 44mm THICK SEMI SOLID FLUSH PANEL DOOR WITH MASONITE  AND CONCEALED
EDGES SUITABLE FOR PAINTING.
DOOR TO BE SUPPLIED WITH TIMBER "LOCKBLOCKS" TO TAKE IRONMONGERY AS
SPECIFIED.
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385

385

ONE COAT DULUX (OR EQUALLY APPROVED) PRIMER FOR WOOD (Full Coat)
TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: WOOD SMOKE 40YY 41/054

ONE COAT DULUX (OR EQUALLY APPROVED) PRIMER FOR WOOD (Full Coat)
TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: WOOD SMOKE 40YY 41/054

ONE COAT DULUX (OR EQUALLY APPROVED) PRIMER FOR WOOD (Full Coat)
TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: WOOD SMOKE 40YY 41/054

ONE COAT DULUX (OR EQUALLY APPROVED) PRIMER FOR WOOD (Full Coat)
TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: WOOD SMOKE 40YY 41/054

ONE COAT DULUX (OR EQUALLY APPROVED) PRIMER FOR WOOD (Full Coat)
TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: WOOD SMOKE 40YY 41/054

ONE COAT DULUX (OR EQUALLY APPROVED) PRIMER FOR WOOD (Full Coat)
TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: WOOD SMOKE 40YY 41/054

PRESSED METAL FRAME TO BE THOROUGHLY CLEANED TO REMOVE OIL SUBSTRADE. ONE COAT DULUX (OR
EQUALLY APPROVED) PRIMER FOR STEEL (Patch coat). ONE COAT DULUX TRADE UNIVERSAL (OR EQUALLY
APPROVED) UNDERCOAT. TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: STORM BIRD 20YY 11/017

PRESSED METAL FRAME TO BE THOROUGHLY CLEANED TO REMOVE OIL SUBSTRADE. ONE COAT DULUX (OR
EQUALLY APPROVED) PRIMER FOR STEEL (Patch coat). ONE COAT DULUX TRADE UNIVERSAL (OR EQUALLY
APPROVED) UNDERCOAT. TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: STORM BIRD 20YY 11/017

PRESSED METAL FRAME TO BE THOROUGHLY CLEANED TO REMOVE OIL SUBSTRADE. ONE COAT DULUX (OR
EQUALLY APPROVED) PRIMER FOR STEEL (Patch coat). ONE COAT DULUX TRADE UNIVERSAL (OR EQUALLY
APPROVED) UNDERCOAT. TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: STORM BIRD 20YY 11/017

PRESSED METAL FRAME TO BE THOROUGHLY CLEANED TO REMOVE OIL SUBSTRADE. ONE COAT DULUX (OR
EQUALLY APPROVED) PRIMER FOR STEEL (Patch coat). ONE COAT DULUX TRADE UNIVERSAL (OR EQUALLY
APPROVED) UNDERCOAT. TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: STORM BIRD 20YY 11/017

PRESSED METAL FRAME TO BE THOROUGHLY CLEANED TO REMOVE OIL SUBSTRADE. ONE COAT DULUX (OR
EQUALLY APPROVED) PRIMER FOR STEEL (Patch coat). ONE COAT DULUX TRADE UNIVERSAL (OR EQUALLY
APPROVED) UNDERCOAT. TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: STORM BIRD 20YY 11/017

PRESSED METAL FRAME TO BE THOROUGHLY CLEANED TO REMOVE OIL SUBSTRADE. ONE COAT DULUX (OR
EQUALLY APPROVED) PRIMER FOR STEEL (Patch coat). ONE COAT DULUX TRADE UNIVERSAL (OR EQUALLY
APPROVED) UNDERCOAT. TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: STORM BIRD 20YY 11/017

ONE COAT DULUX (OR EQUALLY APPROVED) PRIMER FOR WOOD (Full coat)
TWO COATS DULUX PEARLGLO (OR EQUALLY APPROVED) WATER-BASED ENAMEL
COLOUR: WOOD SMOKE 40YY 41/054

DOOR TO BE PROVIDED WITH 250mm HIGH x 1.6mm STAINLESS STEEL PROTECTION PLATE

IRONMONGERY:

QTY CODE PRODUCT DESCRIPTION

1x pair SS6SG01-44-09SS SEAGULL SS LEVER HANDLE ON PLATE

1x each L-2209-78SS UNION EURO CYL LOCK ONLY SS

1x each 2X18SCMKD CYLINDER PROFILE MKD

1x each CZ8731SC DOOR STOP

IRONMONGERY:

QTY CODE PRODUCT DESCRIPTION

1x pair SS6SG01-44-09SS SEAGULL SS LEVER HANDLE ON PLATE

1x each L-2209-78SS UNION EURO CYL LOCK ONLY SS

1x each 2X18SCMKD CYLINDER PROFILE MKD

1x each CZ8731SC DOOR STOP

IRONMONGERY:

QTY CODE PRODUCT DESCRIPTION

1x each MMPS2SCPL UNION OUTSIDE ACCESS DEVICE FOR PANICBOLT 880 SERIES

1x each 2X20SCMKD CYLINDER PROFILE MKD

1x each BARFCMN35N
J-883-SIL

VERTICAL EXTENSION ROD & DOUBLE P/BOLT P/BAR 900MM

1x each CZ8731SC DOOR STOP

1x each R&P CLOSER EN2-4 SILDC200

IRONMONGERY:

QTY CODE PRODUCT DESCRIPTION

1x pair SS6SG01-44-09SS SEAGULL SS LEVER HANDLE ON PLATE

1x each L-2209-78SS UNION EURO CYL LOCK ONLY SS

1x each 894-66-78 66mm PRIVACY CYLINDER NICKEL PLATED

1x each CZ8731SC DOOR STOP

1x each B3653-SC CLEAT HOOK SATIN CHROME.

IRONMONGERY:

QTY CODE PRODUCT DESCRIPTION

1x pair SS6SG01-44-09SS SEAGULL SS LEVER HANDLE ON PLATE

1x each L-2209-78SS UNION EURO CYL LOCK ONLY SS

1x each 894-66-78 66mm PRIVACY CYLINDER NICKEL PLATED

1x each SS8025SS HAT & COAT HOOK WITH BUFFER

IRONMONGERY:

QTY CODE PRODUCT DESCRIPTION

1x pair SS6SG01-44-09SS SEAGULL SS LEVER HANDLE ON PLATE

1x each L-2209-78SS UNION EURO CYL LOCK ONLY SS

1x each 894-66-78 66mm PRIVACY CYLINDER NICKEL PLATED

1x each SS8025SS HAT & COAT HOOK WITH BUFFER

IRONMONGERY:

QTY CODE PRODUCT DESCRIPTION

2x each PHD-CF-300-22SS UNION STAINLESS STEEL 300MM PULL HANDLE FLANGE FIXED
22mm diameter

1x each 37651AS UNION FACILITY INDICATOR BOLT

1x each 744P UNION DC 744 EN1-6 PA DA

1x each CZ8731SC DOOR STOP

407

Door Schedule

Pr.Arch. 20832Pr.Arch. 7292
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