NOTES

GENERAL NOTES:

THESE NOTES MUST BE READ IN CONJUNCTION WITH THE
DRAWINGS AND PROJECT SPECIFICATIONS INCLUDING THE SANS
29260 1200 STANDARD SPECIFICATIONS.

2. THE CONTRACTOR MUST IMPLEMENT A QUALITY ASSURANCE
SYSTEM FOR THE EXECUTION OF THE WORK. THE QUALITY
MANAGEMENT SYSTEM MUST BE APPROVED BY THE ENGINEER PRIOR

PERFORM A QUALITY CONTROL INSPECTION BEFORE THE

@ TO THE START OF THE WORK. THE CONTRACTOR MUST

e
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©
C

ENGINEER WILL DO ANY INSPECTIONS.
20270

3. THE CONTRACTOR SHALL CHECK ALL DIMENSIONS BEFORE
COMMENCEMENT OF CONSTRUCTION OF ANY PORTION OF THE
WORK. ANY DISCREPANCIES SHALL IMMEDIATELY BE REPORTED
TO THE ENGINEER.

(=)

5

mm/\_) 4. WORK TO BE DONE TO FIGURED DIMENSIONS ONLY.

5. PRODUCTS DIFFERENT TO THOSE SPECIFIED MAY ONLY BE USED
WITH THE ENGINEER'S PRIOR WRITTEN APPROVAL.

FOUNDATION NOTES:

=

1. EXCAVATIONS FOR FOUNDATIONS TO BE APPROVED BY THE
7@ ENGINEER BEFORE CONCRETE IS CAST.

FOUNDATIONS TO BE BUILT ON FIRM, WELL COMPACTED SOIL.

THE ENGINEER MAY ORDER PLATE LOAD TESTS TO BE DONE TO

7 4
r@mr OA >m0m_ﬂ>_zd._mmm>m_zoo>_u>o_4<03_._mmoczo>j02
po AO@ FOUNDING SURFACE.

ASSUMED SAFE BEARING CAPACITY OF FOUNDING MATERIAL 75 kPa.
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CONCRETE NOTES:

1) 1.

ALL CONCRETE WORK SHALL BE DONE IN ACCORDANCE WITH
SABS 1200G.

2. CONCRETE CLASS TO BE AS FOLLOWS:

BLINDING 15 MPa/19mm
STANDARD REINFORCED CONCRETE 30 MPa/19mm

4410

3. THE CONTRACTOR MUST CO-ORDINATE ALL SERVICE DRAWINGS
FOR DETAILS AND POSITIONS OF OPENINGS AND SLEEVES
REQUIRED FOR STORMWATER, SEWERAGE, DRAINAGE,
ELECTRICAL, MECHANICAL AND OTHER SERVICES.

THE CONCRETE COVER TO REINFORCING IS AS FOLLOWS:

2288 , 2463 1372 3908 , 2067
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FOUNDATIONS 40mm

8370 8370 3530 L
SURFACEBEDS (FROM TOC) 30mm

12460 7830 Y 4510 Y 4460 v

THE STRENGTH OF THE CONCRETE COVER BLOCKS SHALL
EXCEED THE STRENGTH OF CONCRETE OF THE STRUCTURAL
ELEMENT IN WHICH THEY ARE USED.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO PREVENT THE
FORMATION OF PLASTIC SHRINKAGE CRACKS IN NEWLY LAID

CONCRETE.
CONCRETE SHALL BE CURED TO AN APPROVED SPECIFICATION

NUTRITION CENTRE - BLOCK G - FOUNDATION LAYOUT PLAN 2 CLASSROOM BLOCK - FOUNDATION LAYOUT PLAN 7. CONCRETE SHALL BE CURED TO AN APPROVED SPECIFICATION

1:100 1:100 DOES NOT AFFECT ADHESION OR FINISHES.

8. NO BRICK WALLS MAY BE BUILT ON FLOOR SLABS, BEAMS,
WALLS, ETC. BEFORE THE ELEMENT HAS REACHED THE 28 DAY
TARGET STRENGTH, UNLESS APPROVED IN WRITING BY THE

@ @ ENGINEER.

9. 25 x 25 CHAMFERS TO BE FORMED AT ALL EXPOSED CONCRETE
29260 CORNERS.

10. 250 MICRON DPC TO BE PLACED UNDER ALL SURFACE BEDS.
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REVISIONS

LEGEND

FOUNDATIONS & JOINTS PROJECT CONSULTANT

NUTRITION CENTRE - BLOCK G - FOUNDATION LAYOUT PLAN

1:100 SF1

® © ® ®

2 CLASSROOM BLOCK - FOUNDATION LAYOUT PLAN

PROJECTNEERS

PROJECTNEERS CONSULTING ENGINEERS
& PROJECT MANAGERS

700x250DP LIGHTLY REINFORCED
STRIP FOOTING (25MPa)

SF2 350x250DP LIGHTLY REINFORCED
STRIP FOOTING (25MPa)

1000x250DP LIGHTLY REINFORCED
29260 A B C D
SF3 SF3 SF3 SF3 SF3 STRIP FOOTING (25MPa) O O 20270 O O BUILDING 2, 1ST FLOOR, THORNHILL OFFICE PARK

94 BEKKER ROAD, MIDRAND, 1685

ISOLATION JOINT
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+27 11 043 1307
technical@projectneers.com
www.projectneers.com

S.C.J SAW CUT JOINT
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2085

SF1 DRAWING CHECKS

DESIGNEDBY |  DESIGNCHECKEDBY | [ DRAWNBY | DRAWING CHECKED BY

B. TSHUMA  S.ZUNGU M.NTSADU N. MDLALOSE

®
c
c

(9]

2288 , 2463 1372 3908 , 2067

SF1

SF1

SF2 !

SF1

SF2

SF1

SF1

SF1
SF1

SF1

SF2

SF1

SF2

SF2

SF1

12097

SF1

SF1

SF1

SF1

SF1

SF1

SF1

SF1

SF1

SF1

SF1

SF1

SF1

SF1

SF1

12460

7830

4510

© © o¢

3310

SF1

SF1

SF1

SF1
SF1

SF1

9805

4410

SF1

SF1

SF1

SF1

SF1

SF1

SF1

8370

8370

3530

APPROVAL CONSULTANT

B. TSHUMA

DATE | PROF.REG. NO
2021-10-25

PROJECT NAME

THE MASTER HELD AT THE PROJECTNEERS
CONSULTING MIDRAND OFFICE BEARS THE
ORIGINAL SIGNATURE OF APPROVAL

PROPOSED PROVISION OF ADDITIONAL SCHOOL
INFRASTRUCTURE AT GOAKGANYA PRIMARY SCHOOL ON
BEHALF OF THE NORTH WEST DEPARTMENT OF EDUCATION

(NW DoE)

PROJECT SITE

GOAKGANYA PRIMARY SCHOOL, MADIBENG LOCAL MUNICIPALITY

NORTH WEST PROVINCE

SHEET TITLE

2 CLASSROOM BLOCK AND NUTRITION CENTRE BLOCK G -
FOUNDATION & GROUND FLOOR LAYOUT PLAN

DISCIPLINE

STRUCTURAL ENGINEERING

CONTRACT NUMBER

RFP 268/2019

() 2 CLASSROOM BLOCK - FOUNDATION LAYOUT PLAN

1:100

FILE NUMBER
ZA2020_2003

ISSUED FOR
TENDER

DRAWING NUMBER

NUTRITION CENTRE - BLOCK G - FOUNDATION LAYOUT PLAN TN Zn 2090 2003 DBSA GKPS. St 4010 RO "

PJN_ZA 2020_2003_DBSA_GKPS_SE_4010_R00 A1




