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WATER LAYOUT PLAN

SCALE 1:500

PROPOSED WATER NETWORKS SYMBOLS

SYMBOL

W L

N

150, 700

DESCRIPTION

PROPOSED WATER LINE

PROPOSED DOMESTIC WATER LINE

WATER METER AND ISOLATION VALVE

ISOLATION VALVE

STRAINER

VALVE BOX LIB ‘
NGL

110 SLOPE

~— NGL

et

25MPa/19mm CONCRETE [ .~

SMOOTH OF SHUTTER FINISH

PIPE SLEEVE ONE SIZE LARGER
THAN WATER PIPE WITH 30mm

600

DEEP POLYSULPHIDE SEAL. 7 A

UPVC PIPING, STOPCOCKS AND—~
WATER METERS. SEE SITE PLAN.L—

150

COMPACTED INSITU MATERIAL
TO 93% MOD AASHTO DENSIT

SECTION: TYPICAL CONCRETE VALVE BOX FOR
CONNECTION TO BUILDING

VALVE BOX LIB

150

25MPa/19mm CONCRETE

SMOOTH OF SHUTTER FIN

UPVC PIPING, STOPCOCKS AND WATE
METERS. SEE SITE PLAN. g

600

150

PIPE SLEEVE ONE SIZE LAR T e ~
THAN WATER PIPE WITH 30mm

DEEP POLYSULPHIDE SEAL. 150‘ VARIES
I

150
I

PLAN: TYPICAL CONCRETE VALVE BOX FOR
CONNECTION TO BUILDING

Min cover to pipe 0.6m in non

TABLE 2
EXTERNAL DIA OF SIDE ALLOWANCE
PIPE BARREL (mm) ON EACH SIDE (mm)
Over Up to and including
- 125 300
125 700 300
700 1000 400
1000 2000 500
2000 - 600
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Selected fill blanket compacte

uniformly in layers with light
compaction directly over pipe

% Selected granular material pla

ond compacted in uniform laye
on both sides of pipe for bec

\
Initial continuous mound

(IN TRENCH CONDITION)

Scale 1:10

of selected granular material
for bedding pipe barrel

NOTES

GENERAL NOTES:

1. THESE NOTES MUST BE READ IN CONJUNCTION WITH THE
DRAWINGS AND PROJECT SPECIFICATIONS INCLUDING THE SANS
1200 STANDARD SPECIFICATIONS.

2. THE CONTRACTOR MUST IMPLEMENT A QUALITY ASSURANCE
SYSTEM FOR THE EXECUTION OF THE WORK. THE QUALITY
MANAGEMENT SYSTEM MUST BE APPROVED BY THE ENGINEER PRIOR
TO THE START OF THE WORK. THE CONTRACTOR MUST
PERFORM A QUALITY CONTROL INSPECTION BEFORE THE
ENGINEER WILL DO ANY INSPECTIONS.

3. THE CONTRACTOR SHALL CHECK ALL DIMENSIONS BEFORE
COMMENCEMENT OF CONSTRUCTION OF ANY PORTION OF THE
WORK. ANY DISCREPANCIES SHALL IMMEDIATELY BE REPORTED
TO THE ENGINEER.

4. WORK TO BE DONE TO FIGURED DIMENSIONS ONLY.

5. PRODUCTS DIFFERENT TO THOSE SPECIFIED MAY ONLY BE USED
WITH THE ENGINEER'S PRIOR WRITTEN APPROVAL.
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