2830

30235

NOTES

02

C1

14

C1

POSITION OF
SCHOOL NAME

IRECTIONAL

2500

5445

PAVED ACCESS ROAD

4400 \ﬁ 2500 2500 ;v 2500 \ﬁ 2500 _ﬂ
C1 ar c1
8
03 08 09 = 12
c1 — Cla
(=]
&
«
<
T
>
=
-
n Lq
o
Q
c c AN ¢t Cle
21 22 24
8
3 g
<
T
cils C1g ok c1 c
4
1 | 2500 | 2500 2500 130

140
il
mm
= 1
4000 8
0|
0
150x75x20x2.5MM THICK
CFLC AS PURLIN 1
5509
1340 4
1340
1340
1340
’ ROOFING SHEETS AS
PER ARCHITECT'S
SPECIFICATIONS
B 150x100x3MM RHS
1000 s I I =
| 2
500
4
4
(2} (2}
& & 3 ct
s s
z z )
X X (=]
g g
X X
o o
e e
c
X
1
Kl
L] o
(=]
M|
(=]
[=]
©
TYPICAL CAR PARK SECTION
1:20
125x75x8MM THICK ANGLE
LEGEND AS CLEAT WELDED TO
150x75x20x2.5MM THICK RAFTER - 120MM LONG
CONCRETE BASES CFLC AS PURLIN 14MM @ HOLES FOR
4M12 BOLTS
0|
TYPE SIZES DEPTH | - ‘7
3
B1 500 | 500 600 ° L 3MM THICK PLATE
, CLOSING RHS
COLUMNS
150x100x3MM 8MM DRAINAGE
HOLE
TYPE SIZES RHS AS RAFTER
c 100x100x4MM SHS
RAFTER-PURLIN CONNECTION - ELEVATION
1.10
50,
| |/—14MM HOLES FOR M12 BOLTS
|
= R 50x6MM THICK
0| o —
- Q8 FLATBAR WELDED
, o ON TOP OF BEAM
=
o I e
RHS AS RAFTER
100x100x4MM
] SHS
100
L BEAM COLUMN CONNECTION - ELEVATION
S
1:10
100x100x4MM
SHS
N.G.L.
(=]
(=]
)
500
L4
250 250
500x500x600DP —|
CONCRETE o
BASE (25MPa) o 3
8 100 Q
[
| c La
300x300x4MM BASE | Soﬁm nmwhg_s o
PLATE WELDED TO M B &
COLUMN BASE USING ar
5MM F/W RIGHT ROUND -
500
500x500x600DP
CONCRETE
BASE (25MPa)
COLUMN BASE ELEVATION COLUMN BASE PLAN

1:10

1:10

4
X

N
<§
3
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GENERAL NOTES:

1. THESE NOTES MUST BE READ IN CONJUNCTION WITH THE
DRAWINGS AND PROJECT SPECIFICATIONS INCLUDING THE SANS
1200 STANDARD SPECIFICATIONS.

2. THE CONTRACTOR MUST IMPLEMENT A QUALITY ASSURANCE
SYSTEM FOR THE EXECUTION OF THE WORK. THE QUALITY
MANAGEMENT SYSTEM MUST BE APPROVED BY THE ENGINEER PRIOR
TO THE START OF THE WORK. THE CONTRACTOR MUST
PERFORM A QUALITY CONTROL INSPECTION BEFORE THE
ENGINEER WILL DO ANY INSPECTIONS.

3. THE CONTRACTOR SHALL CHECK ALL DIMENSIONS BEFORE
COMMENCEMENT OF CONSTRUCTION OF ANY PORTION OF THE
WORK. ANY DISCREPANCIES SHALL IMMEDIATELY BE REPORTED
TO THE ENGINEER.

4. WORK TO BE DONE TO FIGURED DIMENSIONS ONLY.

5. PRODUCTS DIFFERENT TO THOSE SPECIFIED MAY ONLY BE USED
WITH THE ENGINEER'S PRIOR WRITTEN APPROVAL.

FOUNDATION NOTES:

1. EXCAVATIONS FOR FOUNDATIONS TO BE APPROVED BY THE
ENGINEER BEFORE CONCRETE IS CAST.

2. FOUNDATIONS TO BE BUILT ON FIRM, WELL COMPACTED SOIL.

3. THE ENGINEER MAY ORDER PLATE LOAD TESTS TO BE DONE TO
ASCERTAIN THE BEARING CAPACITY OF THE FOUNDATION
FOUNDING SURFACE.

4. ASSUMED SAFE BEARING CAPACITY OF FOUNDING MATERIAL 75 kPa.

CONCRETE NOTES:

1. ALL CONCRETE WORK SHALL BE DONE IN ACCORDANCE WITH
SABS 1200G.

2. CONCRETE CLASS TO BE AS FOLLOWS:

BLINDING 15 MPa/19mm
STANDARD REINFORCED CONCRETE 30 MPa/19mm

3. THE CONTRACTOR MUST CO-ORDINATE ALL SERVICE DRAWINGS
FOR DETAILS AND POSITIONS OF OPENINGS AND SLEEVES
REQUIRED FOR STORMWATER, SEWERAGE, DRAINAGE,
ELECTRICAL, MECHANICAL AND OTHER SERVICES.

4. THE CONCRETE COVER TO REINFORCING IS AS FOLLOWS:

FOUNDATIONS 40mm
SURFACEBEDS (FROM TOC) 30mm

5. THE STRENGTH OF THE CONCRETE COVER BLOCKS SHALL
EXCEED THE STRENGTH OF CONCRETE OF THE STRUCTURAL
ELEMENT IN WHICH THEY ARE USED.

6. IT IS THE CONTRACTOR'S RESPONSIBILITY TO PREVENT THE
FORMATION OF PLASTIC SHRINKAGE CRACKS IN NEWLY LAID
CONCRETE.

7. CONCRETE SHALL BE CURED TO AN APPROVED SPECIFICATION
USING MEMBRANES, MIST SPRAY OR CURING COMPOUND THAT
DOES NOT AFFECT ADHESION OR FINISHES.

8. NO BRICK WALLS MAY BE BUILT ON FLOOR SLABS, BEAMS,
WALLS, ETC. BEFORE THE ELEMENT HAS REACHED THE 28 DAY
TARGET STRENGTH, UNLESS APPROVED IN WRITING BY THE
ENGINEER.

9. 25 x 256 CHAMFERS TO BE FORMED AT ALL EXPOSED CONCRETE
CORNERS.

10. 250 MICRON DPC TO BE PLACED UNDER ALL SURFACE BEDS.
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