NOTES

GENERAL NOTES:

100MM HOT DIPPED GALVANIZED
1. THESE NOTES MUST BE READ IN CONJUNCTION WITH THE
HIGH TOUGHENED STEEL CASTLE DRAWINGS AND PROJECT SPECIFICATIONS INCLUDING THE SANS
ﬁ r\ SPIKE FIXED TO PANEL EDGE 6600 1200 STANDARD SPECIFICATIONS.

INTERNALLY @ 150MM CENTRES
2. THE CONTRACTOR MUST IMPLEMENT A QUALITY ASSURANCE

2200 2200 2200 SYSTEM FOR THE EXECUTION OF THE WORK. THE QUALITY
MANAGEMENT SYSTEM MUST BE APPROVED BY THE ENGINEER PRIOR
TO THE START OF THE WORK. THE CONTRACTOR MUST
100MM HOT DIPPED GALVANIZED 100MM HOT DIPPED GALVANIZED PERFORM A QUALITY CONTROL INSPECTION BEFORE THE
85 SQ. GALVANIZED POST HIGH TOUGHENED STEEL CASTLE HIGH TOUGHENED STEEL CASTLE ENGINEER WILL DO ANY INSPECTIONS.

MM . GALVA - SPIKE FIXED TO PANEL EDGE SPIKE FIXED TO PANEL EDGE
3000, i LONG Wi Lociinc NTERNALLY © 150Whi GENTRES NTERUALLY © 50U CENTRES s mEcomMCIORSALCESOL eSO SR
RECESS MECHANISM & SEALED WORK. ANY DISCREPANCIES SHALL IMMEDIATELY BE REPORTED
WITH UV STABILIZED POLYMER CAP TO THE ENGINEER.

3 AANNANANAANANANANNDNDAANANNNANANDNANANNANNANDNADNDNDNANANANANANANNANANANANANNDA 4 WORKTOBE DONE TO FIGURED DIMENSIONS ONLY.

OUTSIDE INSIDE MAIN_ENTRANCE GATE NOTES 5. PRODUCTS DIFFERENT TO THOSE SPECIFIED MAY ONLY BE USED
| | 7 7 1. 85 MM SQ. GALVANIZED POST WITH THE ENGINEER'S PRIOR WRITTEN APPROVAL.

SEALED WITH UV STABILIZED

POLYMER CAP. FOUNDATION NOTES:

2. 3 MM ¢ HIGH TENSILE WIRES
GALVANIZED MESH. 1. EXCAVATIONS FOR FOUNDATIONS TO BE APPROVED BY THE

3 3 NO. OFF 100 MM o GATE WHEELS ENGINEER BEFORE CONCRETE IS CAST.

ON 16 MM BAR 2. FOUNDATIONS TO BE BUILT ON FIRM, WELL COMPACTED SOIL.
4. GATE TO HAVE BOTH MANUAL LOCK
SYSTEM AND AUTOMATIC GATE MOTOR 3. THE ENGINEER MAY ORDER PLATE LOAD TESTS TO BE DONE TO
ASCERTAIN THE BEARING CAPACITY OF THE FOUNDATION
A_Z_ucm._.m_>_| ._‘<_umv FOUNDING SURFACE.

4. ASSUMED SAFE BEARING CAPACITY OF FOUNDING MATERIAL 75 kPa.
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2400

CONCRETE NOTES:

2400

1. ALL CONCRETE WORK SHALL BE DONE IN ACCORDANCE WITH
| SABS 1200G.
NGL 85 MM SQ. GALVANIZED

POST — 2400 MM LONG
WITH LOCKING RECESS BLINDING 15 MPa/19mm
MECHANISM & SEALED STANDARD REINFORCED CONCRETE 30 MPa/19mm
WITH UV STABILIZED

POLYMER CAP

2. CONCRETE CLASS TO BE AS FOLLOWS:

3. THE CONTRACTOR MUST CO-ORDINATE ALL SERVICE DRAWINGS
FOR DETAILS AND POSITIONS OF OPENINGS AND SLEEVES
REQUIRED FOR STORMWATER, SEWERAGE, DRAINAGE,
ELECTRICAL, MECHANICAL AND OTHER SERVICES.

700

4. THE CONCRETE COVER TO REINFORCING IS AS FOLLOWS:

FOUNDATIONS 40mm
SURFACEBEDS (FROM TOC) 30mm

C C 5. THE STRENGTH OF THE CONCRETE COVER BLOCKS SHALL

L 255x255x4 MM THICK BASE
PLATE WELDED TO THE BOTTOM
400x400x700 MM OF THE COLUMN USING 5MM F/W

DEEP CONCRETE ————— RIGHT ROUND
TYPICAL LOCKING RECESS MECHANISM & SEALED _
FOOTING (25HPo) Wk U SRS POLMER o A

SECTION A-A ENTRANCE GATE ELEVATION (1 NO. OFF)

x 7 7. CONCRETE SHALL BE CURED TO AN APPROVED SPECIFICATION
1:20 1:20 USING MEMBRANES, MIST SPRAY OR CURING COMPOUND THAT
' ' DOES NOT AFFECT ADHESION OR FINISHES.

Q)

EXCEED THE STRENGTH OF CONCRETE OF THE STRUCTURAL
85 MM SQ. GALVANIZED POST WITH ELEMENT IN WHICH THEY ARE USED.

8. NO BRICK WALLS MAY BE BUILT ON FLOOR SLABS, BEAMS,
WALLS, ETC. BEFORE THE ELEMENT HAS REACHED THE 28 DAY
> TARGET STRENGTH, UNLESS APPROVED IN WRITING BY THE
ENGINEER.

_ 9. 25 x 256 CHAMFERS TO BE FORMED AT ALL EXPOSED CONCRETE

CORNERS.

10. 250 MICRON DPC TO BE PLACED UNDER ALL SURFACE BEDS.

85 MM SQ. GALVANIZED POST — 3000 3000 3000 3000
3000 MM LONG WITH LOCKING 100MM HOT DIPPED GALVANIZED 100MM HOT DIPPED GALVANIZED
RECESS MECHANISM & SEALED HIGH TOUGHENED STEEL CASTLE HIGH TOUGHENED STEEL CASTLE
WITH UV STABILIZED POLYMER CAP SPIKE FIXED TO PANEL EDGE SPIKE FIXED TO PANEL EDGE
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