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FLOORS KEYNOTE LEGEND WALLS KEYNOTE LEGEND SANITARY KEYNOTE LEGEND MUNICIPAL  APPROVAL
Key Value | SKIRTING KEYNOTE TEXT KeyValue | EXTERIOR WALLS KEYNOTE TEXT Key Value Keynote Text NAME
HARDWOOD- Ex 75mm x 20mm moulded hardwood skirting to comply with SABS 1099, fixed to walls in long lengths with splayed heading joints and mitred corners PARAPLEGIC WC SUITE (or equal and approved): Flow rates must meet minimum water saving
FL-01 with screws and plugs at centres not exceeding 600mm, and fitted with a 19mm x 19mm quadrant beading. The skirting to be varished with 3 no. Coats of eggshell WL-01 EXTERNAL WALLS: All External Face Brick and Conc Panel walls to be made good and pressure cleaned by specialist. SNT-PRP requirements.
clear varnish to comply to SABS 381 type 1. : : : — SIGNATURE oo DATE oo,
GRANOLITHIC FINISH: 22 mm thick untinted Granolithic finish composed of one part cement, one part fine sand, two parts coarse sand and one part granite that SNT-02 Foam Soap Dispenser for wall mounting, stainless steel, surface satin finished
FL-02 would pass through a 5mm mesh sieve; laid by specialist in panels not exceeding 10 sq.m., divided with approved brass dividing strips. INTERIOR WALLS KEYNOTE TEXT (Or Equal Approved)
SNT-03 Toilet Roll Holder with spindle system for wall mounting, stainless steel, surface satin finished STAMPS
FLOORS KEYNOTE TEXT INTERNAL WALLS:ALKYD (ENAMEL) PAINT-FULL HEIGHT- Matt (egg shell) finish alkyd (enamel) paint applied on plastered surfaces primed with 1 no. coat
WL-02 undercoat, in accordance to manufacturer’s instructions.
L Wall Mounted-Basin,(or equal and approved) : fixing to be done to specification and manufacturer's recommendation.
J%Er?i)l\:I'I(",illl_&iglgz;lgl;isgﬁ Walkway Bone non slip ceramic floor tiles (Code: WW-470) (or equal approved) with PEI Class 4 rating, size 330 x 330mm, fixed to w¢od WL-03 EMULSION PAINT ON SKIMMED BRICK WALL- Admin Offices/Block; Admin Passage &Waiting Area- 2 no. coats of PVA matt finish emuision paint applied on o
- : ) ’ ' ’ sum skimmed plastered brick wall primed with 1 no. undercoat in accordance with manufacturer's instructions. All to be manufactured and installed in strict — ) — — ; -
FL-03 floated 1:4 cement and sand screed with tile adhesive (elsewhere specified) on concrete surface bed (elsewhere specified), with 5mm joints continuous in both directijns gzpm nhamﬂo.the_‘l)aiasLSABS.appmMZd.sIandaLds SNT-04A Counter Mounted-Basin, with over spill (or equal and approved) : fixing to be done to specification and manufacturer's recommendation.
grouted with tile grout (elsewhere specified) with minimum 5mm expansion joints at perimeter, all structural expansion and construction joints and maximum 5m centrds . ] . . . .
i . P CERAMIC WALL TILES / ENAMEL PAINT COMBO- Combination of ceramic wall tiles to specification “R8” below laid to 2100 mm above finished floor level and STRX600 (or equal and approved), paper towel dispenser for wall mounting, stainless steel,
SEMIFLEXIBLE VINYL TILES WLoa emulsion paint to specification “R2” above applied from 2100 mm above finished floor level to ceiling height all in strict compliance to manufacturer's instructions. All to SNT-05 surface satin finished
FL-04 ) - ) . " ) . . ’ be manufactured and installed in strict compliance to the latest SABS approved standards.
300 X ;300.X 2.5 mm “Kalahari Quar.tz. colour type 10-Glacier', OR EQUAL AND APPROVED, quartz reinforced sem!-ﬂeXIbeEIVIn.yI floor tiles to SABS P PP SNT-06 Sanitaryware vitreous china wall hung "Flatback” urinal. Overall size 415 x 315 x 275 mm. Supplied with 38mm c.p. domical grating , top inlet speader and
Sp:ﬂcmcatlon 581:1992 (or later revision), and laid to SABS 070 (or later revision) and in accordance to manufacturer’s specifications on cement screed CERAMIC WALL TILES -200mm x250mm high *Samca Tiles’ colour White' OR EQUAL AND APPROVED, glazed ceramic tles, laid on 15 mm thick plaster two hanger brackets.
subfloor. WL-05 prepared to receive wall tiles fixed with approved adhesives and grout in compliance to manufacturer’s specifications and government standard specifications. SNT-07 450x600x6mm "GG" QUALITY POLISHED GLASS MIRROR: wall position ( refer to drwng no 25618/D/HQ/RML/01) with round nose chromium
NON-SLIP VINYL SHEETING- 2.5mm thick x 2000mm slip resistant vinyl sheeting impregnated with carborundum particles, laid on cement screed with acrylic plated mimor screws. 1 miror per basin, 4 Screws per mirror. PRINCIPAL ~ AGENT
FL-05 adhesive with joints butted/grooved and heat welded in strict accordance to manufacturer's recommendations. Installation complete with matching tread/riser tiles SNT-08 Floor mounted, stainless steel, Waste Receptacle to supplier spec P R o 1— N R S
and at steps and staircases. All to be manufactured and installed in Cogitatingstrict compliance to the latest SABS approved standards P Stamiess sieeT Curved BackRecessed Trough Urinal with Automatie Flushing Tank I < i I I
ROOF KEYNOTE LEGEND
SNT-10 Chrome plated "Swan Neck" Swivel Outlet (elbow action) PROJECTNEERS CONSULTING ENGINEERS
FL-06 CEMENT SCREED; 30 mm thick polished cement sand screed to comply with Government standard specifications. Key Value | EXTERIOR ROOF KEYNOTE TEXT & PROJECT MANAGERS
0.6mm 'Kliplock' roof sheets, or equal and approved with one side Traffic Green/King Fisher Blue/Kalahari ( Color to be confirmed by school SNT-11 1200X500mm Standard Drop in Stainless steel sink or equal approved BUILDING 2, 1ST FLOOR, THORNHILL OFFICE PARK
RF-01 i o ; ! : [ ; it ; 94 BEKKER ROAD, MIDRAND, 1685
FLo7 Floor sunk rubber dust trap walk off mat Authorities) chromadeck finish to architects' approval, on timber purlins in strict accordance to manufacturers specification on timber roof structure +27 11,043 1307
’ and structural engi ialist' '
. . . . . . . - L SNT-12 Nutriti ter : Single Und t sink and strai tse 450x450 | d
) RF02 Roof Insulation under roof sheeting (Heavy duty Sisalation Reflective Foil 25mm thick membrane) and above ceiling boards minimum 120mm it center s Single Endefmount sink &nd siraier watise 555 or equal approve technical@projectneers.com
FL-08 Heavy duty Epoxy Floaring ) thick aerolite insulation (all in compliance with Category of Occupancy A3 for Climate Zone 1) www.projectneers.com
SNT-13 Laboratory Ceramic Undermount Basin 512x351x175mm or equal approved
K e COMPETENT CONTACT PERSON i CONT .No: 0785194077
RF-03 10x225mm fascia board including galvanised steel H-profile jointing strips painted in 2 no. coats gloss enamel paint BRIGHTON FIRM REG No: 2014/035628/07
CEILINGS KEYNOTE LEGEND
10x225mm Bardge board including galvanised steel H-profile jointing strips painted in 2 no. coats gloss enamel paint FURNITURE STOP: ) -
KeyValue | CEILINGS KEYNOTE TEXT RF. ° 9 Protie oG Stbsp ° P s e s education
120MM NON-COMBUSTIBLE LIGHTWEIGHT FIBREGLASS INSULATION BLANKET FITTED i ; SKIRTINGS; iri
CL-01 BETWEEN TIE BEAMS AND LAID LOOSE ON TOP OF BRANDERING. RF-05 0.6x100x100mm standard galvanised sheet iron square eaves gutter ot s g s s o :}Elal:,,,ha la Thuto la Bokone Bu-pondhtrlma
pord-Wes Depathnenl van erwys
RF-06 100mm dia galvanised sheet iron rainwater down pipes FINISH North West Department of Education
Sand seal and three coats approved y25_ 4
Anti-theft Steel ceiling mesh to be installed BY SPECIALIST. Supply and install security grid below roof sheeting, VEM 320J expanded metal mesh fixed to bottom of semi-gloss vamish s :‘n /10 :, Plaster and paint _ NORTH WEST PROVINCE
CL-02 trusses with 40x0.5 hat channels @400centers with 12x29 tac screws. This will be dependent on each and every site after considerating the load on the trusses upon / / Gne Z'ézmﬁer?i?fn?;?ffnreTnlﬁr'ec&m
assessment. / . two coats Velvaglo paint)
WINDOWS KEYNOTE LEGEND I /%H S0z oo et oo i NORTH-WEST DEPARTMENT OF EDUCATION
SKIMMED GYPSUM CEILING-Administration Offices 10mm thick gypsum plastered ceiling boards (to comply with SABS 266-1982 or later revision) installed with Vs / ~ 7z % §;".'yi“,;?,::n:"¢’;’nﬁ§§‘ and two coats
CL-03 longer lengths to suit room configurations with ‘Wire Scrim Tape’ fixed over all joints and plastered with 6 mm thick light weight hemi-hydrate gypsum painted, polished Key Value KEYNOTE TEXT e ~N
and finished with 3 No. coats of super PVA external quality paint; colour to P.A’s approval. Ceiling to be fixed to timber brandering with all necessary accessories to DISCIPLINE
strict manufacturer’s specifications. WND-01 All broken window panes to be replaced. Burglar bars to be made good and repainted. All burglars to be installed inside the classrooms. Replace .
EMULSION (PVA) PAINT ON PLASTERED SLAB- Admin Strong Room- 3 No. coats of PVA emulsion ceiling paint in matt finish on 6mm thick light weight latches for all the windows. ’ . omm tck Forime premie pining board ARCHITECTURAL
CL-04 hemi-hydrate gypsum plaster on concrete slab soffit. All to be manufactured and installed in strict compliance to the latest SABS approved standards. . .
WND-02 Replace all window fasteners and latch mechanisms o st
’ PROJECT NAME
L L] PROPOSED ADDITIONAL SCHOOL INFRASTRUCTURE,
Roof Insulation under roof sheeting 25mm membrane and above ceiling boards minimum 120mm thick aerolite insulation( all in compliance with Catego ) . .
CL-05 of Occupancy A3 for Climate Zon eg 1 9 ( P gory WND-03 Replace all Burglar proofing according to new specifcations ?IEI,\II\/I(?AVRAJISOCNHSOA(;\‘LDOIT\IEECL;E'BF:(S):NEIB?\(];E PA(-)I—R(';I'(I)OAI\TEAONFYA
WND-04 Prepare Steel Frame surface for repainting .Apply corrosion protection layer of steel of not less than 3 mm thickness by paint or varnish SANS 12944 THE FARM KLIPGAT No. 249-JQ ON BEHALF OF THE
CL-06 Donn"cornice for suspended ceilings. "SM25" pre painted cornice plugged Source all paint from one manufacturer Ensure surface smoothness before commencing painting. NORTH WEST DEPARTMENT OF EDUCATION (NW DoE)
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