NOTES

Foundations

A1.  Strip foundations
reinforced concrete.

- for non load bearing walls: min 450x250mm 25 MPA reinforced concrete, or
400x200mm thickening in slab

- for load bearing walls: min 700 x 250mm25 MPA
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o Walls
AL AL I DETAIL: PINNING BOARD R e D1  External walls approved face brick walls in stretcherbond to receive 10 mm
: , 3 Scale 1:1 - .
Scale 1:5 Scale 1:5 Scale 1:5 DETALL 5 wide x 6 mm deep square recessed
Scale 1:2 joint in both directions MUNICIPAL  APPROVAL
D2. Brick force-BRC to 230 and 115 Walls, = Foundations walls- Every course, NAME
Superstructure every third course. |||
Over openings formed in brickwork- Every course for four courses extending SIGNATURE - DATE
500 mm beyond opening in both directions ref 6.2 of gen. spec
D3. 228x76mm SAP beam to be built in and tied down to face brick columns with STAMPS
7— = == Q 2.5 mm galvanised wire ties. Beam to be creosote treated prior to being built in
D4. Lintel and facebrick roller course- lintels over all windows and door
g ot openings, brick work to receive 10x6mm square recessed joints
. D5. DPC- Gundle APIA.T brickgrip DPC 375pm damp proof course conforming
N w to SANS 952-1:2011 at Floor level&under all external window sills.
S | | D6. Internal walls- approved Stockbrick walls in stretcher Bond to receive 12 mm
Welded to flat bar ? i
—— A ] cement sand plaster (gen.spec. 12.1) and dulux rockgrip Soft velvet (Color to be
ron framewelded 14— [ [ [ | F")SmmMn\ﬂslee\p:n i
b T [P 1 selected) PRINCIPAL  AGENT _
- <~ 1 . . . L , . <
R 1 D7.  Wall tiles- Tile Africa or similar light grey ceramic floor tiles (code: 1009- P ROJ E -I N E E RS
26 %3 x 200mm Lug welded J— L L 1| . . . .
B e e 1000) with 4 PEI rating, size 300x300x9mm thick. PROJECTNEERS CONSULTING ENGINEERS
B =0 Window sills & PROJECT MANAGERS
S i a . ) . . o . .
e T 7 T . E1. Internal window sill - Everite nutec window Internal sill size window with x BU'LD'N§42,§1EiLE;OF%FXJH@EEAH\:§B ?ZngE PARK
T T T T iron and built into brickwork . ’ ’
rrrT - o ] ﬂt@ Bl 175mm x 15 mm thick (code: 013-517) +2711043 1307
T Te — . Dulux Rockgrip universal gloss enamel (gen.spec.7.5) technical@projecineers.com
SASN . . . . s : :
o E2.  External window sill- Approved face brick on edge to match walls joints to be COMPETENT CONTACT PERSON | CONT .No: 0785194077
square and recessed. BRIGHTON FIRM REG No: 2014/035628/07
Ceiling and cornice
F1.  Cornice- Orac Decor Basixx Durofoam polyurethane (or similar approved) education
I~ cornice moulding,overall size 70x70mm fixed to surface with Decofix Pro Lefapha la Thuto la Bokone Bophirima
(gen.spec.13.5) painted like ceiling Noord-Wes Departement van Onderwys
. ) ) ) . . North West Department of Education
F2.  Ceiling- Everite Nutec 6mm thick plain ceiling boards, manufactured in NORTH WEST PROVINCE
accordance with SANS 9001:2000 carrying SANS 803:2005 provide galvanised H-
profile jointing strips to be prepainted, Deluxe acrylic PVA modified acrylic paint NORTH-WEST DEPARTMENT OF EDUCATION
(colour to be selected) to interior fibre cement surfaces.(gen.spec.13)
Roof and fascia: DISCIPLINE
G1. Roof sheeting-to match existing roofs fixed to timber purlins at 1200 mm ARCHITECTURAL
centres “MI-TEK or similar approved pre-fabricated roof truss system.
G2. Ridge capping- standard factory manufactured ridges and flashings in finish PROJECT NAME
{ tch roof , PROPOSED ADDITIONAL SCHOOL INFRASTRUCTURE,
0 match rootr coverings RENOVATIONS AND REFURBISHMENTS AT GOAKGANYA
G3. Fascia- Everite medium density plain, ungrooved nutec fascia boards PRIMARY SCHOOL ON PORTION 85 OF PORTION 4 OF
, ) , THE FARM KLIPGAT No. 249-JQ ON BEHALF OF THE
(code:041-202) size 225x12mm, fixed to 38x38mm filter batten and 38x38mm NORTH WEST DEPARTMENT OF EDUCATION (NW DoE)
support battens (gen.spec9.1) Deluxe rockgrip soft velvet
G4. Truss system- timber patent and approved prefabricated system at 1100 mm PROJECT._STATUS
. ] . ) STAGE 1-3 STAGE 4 STAGE 5-6
c/c.  Purlins- 50 x 76 mm on 1200c/c All SA pine (see item 9 in gen.spec) — M —
Wallplate- 114 x 38 mm SA pine to be creosote treated before fixing. Certificate and CONCEPT  TENDER ™ CONSTRUCTION
guarantee for design and erection to be supplied by truss manufacturer. All DESCRIPTION SCALE :
exposed timber sections as well as sections in contact with wet trades to be ADMINISTRATION BLOCK AS SHOWN
creosote treated before fixing into position, truss to be secured to walls at wall plate
with 2.5 mm galv steel wire ties, built into walls min 6 brick courses
G5. 15mm thick roof insulation sheeting blanket under tiles
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