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ridge cap with "Chromadek
Z200" colour coating finish
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fixed in accordance with
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0.58mm galvanized metal ridge cap with

concrete walkway in
accordance with structural
engineer's design and
specifications, screed
finished to accommodate
threshold transition of 5mm
level difference

"Chromadek Z200" colour coating finish to

900MM CONC. RAIN WATER CHANNEL
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This document is issued for the party which commissioned it and for specific purposes connected with the captioned project only. It should not be relied upon by any other party or used for any other purpose.
We accept no responsibility for the consequences of this document being relied upon by any other party, or being used for any other purpose, or containing any error or omission which is due to an error or omission in data supplied to us by other parties.
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INTERIOR WALLS: max 15mm thick plasterwork shall be done in
one operation with no joint marks. Form V-joints in plasterwork
at joints with other materials. Dulux Pearlglo Water Based pure
acrylic paint to new interior cement plaster. Surface to be clean,
dry and dust free with a moisture content of less than 15%.
Prime surface with one coat Dulux Trade Ecosure Plaster Primer
(Code: T4013) with an overcoating time of 4 hours and finish
with two coats Dulux Pearlglo Water Based (Code: D40) with an
overcoating time of 4 hours, colour as per architect's
specifications, refer to finishing schedule. All to be done in
accordance to the strict recommendations and specifications of

the manufacturer.

300mm@ Black uPVC vent pipe with MARLEY PIPES
SABS approved UV stabilized PVC-U soil with 300mm
X 0.6mm thick galvanized steel whirlybird ventilator,
painted black. All to be installed acc. to the strict

recommendations and specifications of the

manufacturer by an accredited and certified installer

to avoid failure of warranty. Engineer to advise.

U/S LINTEL
LEVEL: +2.125

All joints shall be

2269
2125

NS - 1 layer Gyproc RhinoBoard 6.4mm is fixed to
timber brandering installed at maximum
400mm centres. Fix Gyproc RhinoBoard
using Gyproc RhinoBoard Sharp Point
Screws 32mm at maximum 150mm centres.

M-strips and spot the screw heads using

Gyproc RhinoGlide. Timber brandering shall

be suitably fixed to the tie beam/joist. Install

Gyproc RhinoArt Cove fixed using RhinoBed
TOP OF SLABor Gyproc Gyproc RhinoArt Cornice fixed
LEVEL: +0.170using Gyproc RhinoArt adhesive.

100mm non-combustible lightweight
polyurethane insulation blanket with
1.81 R-value fitted between tie beams ————
and laid loose on top of brandering.

50mm X 152mm SA Pine roof truss
with appropriate members (all
according to engineer's and
manufacturers specifications).
Exposed truss members to be treated
with carbolineum.

0.58mm galvanized
metal ridge cap with
"Chromadek Z200"
colour coating finish to
match roof sheeting,
fixed in accordance
with manufacturers
specifications

2 X 229 x 152mm
terra cotta airbricks
with vermin proof
woven metal mesh
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EXTERIOR WALLS: 270mm thick exterior wall comprising of 110mm
thick facebrick exterior leaf x 50mm thermal gap x 110mm thick
interior leaf. exterior facebrick colour: "Corobrik Firelight Travertine."

—Global Roofing Solutions 686mm cover IBR 686 profile roll-formed in continuous lengths from 0.58mm thick
Galvanised steel, Z200 spelter ISQ550 Chromadek® Dove Grey finish top coat and Pebble Grey backing coat
roof sheeting, fixed to timber intermediate purlins at MAX 2100mm centres and eaves and ridge purlins at MAX
1800mm centres using Hex Flange Head + EPDM Seal self drilling Type 17 drill point, No. 12-11 x 85mm long
fasteners. Purlin fixed to second, fourth and sixth crest of each sheet and at all crests at sheet ends, all in
accordance with the manufacturer's specifications by a GRS approved contractor. "Sisaltion FR405" reflective foil
laminate on prefabricated timber trusses in accordance with structural engineer's specifications.

225mm x 10mm thick "Everite Nutec" fascia board,
painted as per finishing schedule

146mm wide "Marley Vynadeep" UPVC gutter
146mm wide "Marley Vynadeep" UPVC downpipe

FloorworX Superflex® fully flexible vinyl floor tiles colour Ash Grey (Colour code: MS122), size 300 x 300 x
2.0mm thick, manufactured in accordance with SANS 786:2000, laid in FloorworX No. 62 acrylic adhesive
spread with a trowel fitted with an A2 notched blade at a rate of between 5.5m2 and 6.5m2 per litre on
suitably prepared sub-floor (to be in accordance to design and specifications of structural engineer) in
accordance with SANS 10070, using "FloorworX Self Leveller" when required and rolled with 68kg three
section metal roller on completion. Floors to be installed by accredited specialist contractor in accordance to
manufacturer's specifications.

Min. 25mm Wood floated screed finish on 85mm surface bed on 250 MICRON

dpm on 50mm sand bed well compacted soil to Eng's Detail

—

LEVEL: +0.0
NGL

TYPICAL SECTION

scale 1:50

e NN ///,\\\
~150mm thick concrete platform

in accordance with structural
engineer's design and A
specifications

Manhole cover as per Eng.
spec and details

PIT AS PER CIVIL
ENGINEER'S DETAIL
AND SPECIFICATIONS

Zg/ Polyethylene water proof sheeting.

% { SANS 952- 1985 TYPE C layed
17| with min. 150 overlaps and sealed

I with pvc self adhesive tape.

Tt e g R AT 00 Tige.

Concrete slab t

o Engineers design

Concrete foundations
to Engineers design

compacted back fill in 150mm layers in
accordance with engineer's specifications
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GENERAL NOTES:

A. General notes :
All levels indicated are referenced to the assembly datum

All work is to be carried in accordance with SANS 10400 and other relevant SABS standards.

The contractor shall in all aspects of the works comply with the provisions of the Occupational Health
and Safety Act, 1993 (Act No 85 of 1993) as well as the Construction Regulations, 2014, as promulgated
by the Department of Labour.

All contractors shall ensure that, before any work is put in hand, they comply with all the necessary Acts
of Parliament of the Republic of South Africa. This drawing is not to be scaled. Figured dimensions to be
used. All dimensions are in millimetres unless otherwise stated.

All levels and dimensions to be checked on-site by the contractor before work is carried out and any
discrepancies to be reported to the Architect.

This drawing must be read in conjunction with all the relevant drawings, schedules and specifications
from the Architect and all other consultants related to this project.

Blockwork walls
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B. Structul

ral Notes:

C. Contractor Notes :

1. Al structural, electrical, civil and landscaping queries are to be referenced to the relevant
consultants drawings, specifications and details.

2. All plumbing queries are to be referred to the relevant specialist consultant drawings,
specifications & details.

3. All concrete columns and structure to structural engineers details & specifications.

4. All specifications with regard to fire regulations, to be referred to consultants details and
specifications.

5. Any discrepancy in the drawings, dimensions & specifications to be brought to the attention of
the consultant and the architect prior to any work being put in hand.

6.  Dimensions - only figured dimensions to be followed, no scaling of drawings will be permitted.

1. Incavity walls build full height 200mm. Wide blockwork piers at maximum 1200mm. Centres.

In cavities exceeding 115mm, allow for 15mm. Joint between diaphragm pier and adjoining face.
Ties to be supplied to diaphragm piers, as per structural engineers specifications.

Provide movement joints where indicated on drawings marked up by site engineer.

All blockwork built butting up to concrete columns to be fixed to face of column with stainless
"hoop iron" straps to structural engineer's details.

Supply stainless steel wall ties in all cavity walls to structural engineers specification.

7. All external walls to be supplied with dpm to internal skin, plus 50mm. Insulation in cavity.

1. Drawings issued by TKDS for construction to site are without structural engineers notes for
lintols and beams over openings and recesses.

2. This drawing is to be read in conjunction with the drawing issued by the structural engineer with
notes for lintols, beams, movement joints etc.

Contractor to reconfirm all salient levels with municipality prior to commencement of work

1. The contractor shall be responsible for the co-ordination of all services.

2. The contractor shall comply with all civil defence regulations

3. The contractor shall submit shop drawings for mechanical, electrical and plumbing services and
specialised items and incorporate the ducts to conceal necessary pipes, cables and conduits
etc. For the consultants approval prior to commencement of work.

4. The contractor shall inspect the site prior to any work being put in hand and take into
consideration all aspects of the works, to be carried out including any dewatering, if required.
The costs of the dewatering to be submitted prior to work being commenced on site.

5. The contractor shall report any discrepancies in the drawings, dimensions and specifications to
the consultant and the architect prior to any work being put in hand.

CONSULTANTS

tkds

TKDS

Reg. No. 2008/141048/23
Office 4, 6-8 Donald Road
Vincent

East London, South Africa, 5217
Tel +27 (0)87 806-5205

E-mail: mail@tkds.co.za
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