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ROOIWAL EAST-EFFLUENT PUMPSTATIONS
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Mechanical

-Decommission and removal all existing Sludge Pumps,
-Replace with Gorman Rupp sludge Pumps as per
specification,
-New pumps must be accompanied with new control panel,
variable speed drive,new baseplates,guards and provision
for incorporation to SCADA,
-Replace all piping and fittings in the Pumpstation,primarily
isolation valves and check valves
-Supply and install emergency submissible pump including
float switch and automatic activation mechanisms

Mechanical

-Decommission and removal all existing Effluent Pumps,
-Replace with Gorman Rupp Pumps as per
specification,
-New pumps must be accompanied with new control panel,
variable speed drive,new baseplates,guards and provision
for incorporation to SCADA,
-Replace all piping and fittings in the Pumpstation,primarily
isolation valves and check valves
-Supply and install emergency submissible pump including
float switch and automatic activation mechanisms

Mechanical

-Decommission and removal all existing effluent Pumps,
-Replace with Gorman Rupp Pumps as per
specification,
-New pumps must be accompanied with new control panel,
variable speed drive,new baseplates,guards and provision
for incorporation to SCADA,
-Replace all piping and fittings in the Pumpstation,primarily
isolation valves and check valves

PSL-01 to 03

-Gorman Rupp Sludge Pump  x 3 Off

-Model T6A3S-BFM

-N + 1 Configuration

-18.5kW,39.0A

-380V/3Ph/50Hz

Duty Leakage Drain Pump

-SPP or Equivallent 

-0.25kW @ 2.9A

-220V/1Ph/50Hz

-Heavy Duty Submissible

-18.5kW,39.0A

-380V/3Ph/50Hz

PFEL-01 to 03

-Gorman Rupp Sludge Pump  x 3 Off

-Model VS6A60-BFM

-N + 1 Configuration

-110kW,189.0A

-380V/3Ph/50Hz

Duty Leakage Drain Pump

-SPP or Equivallent 

-0.25kW @ 2.9A

-220V/1Ph/50Hz

-Heavy Duty Submissible

-110kW,189.0A

-380V/3Ph/50Hz

PPEL-01 to 03

-Gorman Rupp Sludge Pump  x 3 Off

-Model T6A3S-BFM

-N + 1 Configuration

-18.5kW,39.0A

-380V/3Ph/50Hz
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