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Ol * Aluminium framed glazed door

AM © Aluminium frame. Natural Anodised

By manufacturer.

GLAZING . Safety glazing to all panels by specialist to comply with SANS 10400 part N

Refer to ironmongery schedule. (3 keys required per cylinder)
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Inside Opening 20no. Left Handed Door
Inside Opening 22no. Right Handed Door

GENERAL NOTES Client:
Door swings and positions to be calculated from the door reference plans.
All dimensions are to be checked on site by the contractor prior to construction.
Any discrepancies on this drawing are to be reported to the office of the architect prior to O
DEVELGPMENT BANK OF SOUTHERN AFRICA

Zﬁn;turumciﬂﬁjnﬁw and steel is to be isolated from one another to prevent galvanic action. r u b e n re d d y a rC h i te Cts Building Africa’s Prosperity

All quantities are to be checked on site by the contractor prior to placing orders.
All undercutting of doors is to be calculated from mechanical detailed construction drawings.
All shop front doors are to be AAAMSA approved. 2nd-3rd floors / 110 Long Street / Cape Town / South Africa Lead:
8001 /Tel: +27(0)21 426 0969 / Fax: +27(0)21 424 5323 \

COPYRIGHT NOTE
This drawing is subject to copyright and may not be reproduced, in whole or part, or
in any manner whatsoever without written permission from the architect
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