1SO A3 420mm x 297mm
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New 163mm GYPROC FIRE RESISTANT WALL
SYSTEM, OR SIMILAR APPROVED (120min and
55dB). BOARD TYPE, STUD AND INSULATION TO
MANUFACTURE'S SPECIFICATION AND DETAILS

- OFFICE OFFICE

* 3 < TREATMENT TO EXISTING
A e : 163 X 32mm MDF T EDGE TIMBER CILL + FASCIA
“DRYWALL TO EXTEND FULL ~ . CLEAN WITH SUGAR-SOAP, LIGHT SAND WITH 220GRIT,
“HEIGHT TO UNDERSIDE OF SOFFI A s 4 PLASCON MELAMNE PRIMER, THEN PAINT WITH
SN\ tingiebac B b RS 55 X 32mm MDF FILLER PIECE VELVAGLO WATER-BASED IN COLOUR:
on = : BELOW CILL LEVEL STONE HARBOUR 10YY48/071
A -
T8 FIXING ANGLE AT SOFFIT
EX. CEILING REFER TO CEILING LAYOUT
SCREWFIX THRU U/S EXIST.
CILL REBATE
ALUMINIUM ANGLE FIXED TO MDF AND NEW BLIND INSULATION x3 PER OFFICE,
CONCRETE SOFFIT REVEAL - FIXED, 50mm WOOD LOOK VENETIAN
BLINDS (COLOUR TO BE CONFIRMED) ~ ———__  NA—~— | gZFm'IIE II\DIIDFPAlNTED
+
163 X 32mm MDF T EDGE
CESSE | | e e By - SR
® g s2mm MDF PRIVED + PAINTED NEW BLIND INSULATION x3 PER OFFICE,
x mm + -
WALLPAPER_TYPE A/ FtCEOvLEc/)\lIJR %(lg% ggrﬂrpl I\!KVNCIiEOD? LOOK VENETIAN BLINDS
< Bt~
7
TREATMENT TO EXISTING 50
TIMBER CILL + FASCIA
CLEAN WITH SUGAR-SOAP, LIGHT SAND WITH
220GRIT, PLASCON MELAMNE PRIMER, THEN PAINT
40 WITH VELVAGLO WATER-BASED IN COLOUR:
STONE HARBOUR 10YY48/071 1 1 O
2 .
55 X 32mm MDF FILLER PIECE
BELOW CILL LEVEL
New 163mm GYPROC FIRE RESISTANT
WALL SYSTEM, OR SIMILAR APPROVED
TREATMENT TO EXISTING. (120min and 55dB). BOARD TYPE, STUD
TIMBER CILL + FASCIA AND INSULATION TO MANUFACTURE'S
CLEAN WITH SUGAR-SOAP, LIGHT SAND o SKIRTING SPECIFICATION AND DETAILS
WITH 220GRIT, PLASCON MELAMNE S PER SCHEDULE ———
PRIMER, THEN PAINT WITH VELVAGLO i —————— WALL STUD, BY SPECIALIST
WATER-BASED IN COLOUR: N ENERGYLITE 24 (BATT) 14602
STONE HARBOUR 10YY48/071 S 1200 X 600 X 50 DENSITY
= , ‘ 1,2m LENGTH CUT TO 900mm
300mm OFF CUTS USED AT U/S CILL o
] ] ‘o
ALUMINIUM SHOPFRONT/ DOOR
I I 4NO. 16mm SCREW FIXING WITH ¢ i
X X l] OVERSIZED WASHER. PER SCHEDULE.
1 I\ - BATT NOT COMPRESED FULLY.
| N
T~ 32mm MDF PRIMED +
RS PAINTED S S ¥
- 'SINGLE BOARD REVEAL CLOSURE /.
N 163 X 32mm MDF T ( BOARD SPEC. TO MATCH WALL SPEC)_
RN EDGE _FIXED TO TIMBER PACKER. .
BY SPCIALIST Ll

50 X 10mm TIMBER COVER STRIP,
PRIMED BOTH SIDES,

PAINTED FRONT SIDE ONLY

TO MATCH EXISTING.

BLACK SILICONE SEAL TO POWER
SKIRTING JUNCTION AND
EXISTING FASCIA.

o U USKIRTING'
' PER SCHEDULE

NEW POWER SKIRTING TO ELEC.
ENGINEER'S SPECIFICATION

TYPIC,A1\L5PARTITION CLOSURE/ END
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